
19.	 ЭЛЕКТРИЧЕСКИЕ	СХЕМЫ	БЛОКОВ
19.1. Наружные блоки

SMZ1U45V2AI, SMZ1U54V2AI, SMZ1U60V2AI

SMZ3U45V2AI, SMZ3U54V2AI, SMZ3U60V2AI



SMZU75V2AI, SMZU96V2AI
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SMZU120V2AI

 



SMZU135V2AI, SMZU150V2AI

 



SMZU175V2AI, SMZU190V2AI, SMZU215V2AI

19.2. Внутренние блоки настенного типа

SMZS07V2AI ~ SMZS24V2AI

 



19.3. Внутренние блоки напольно-потолочного типа

SMZCF09V2AI ~ SMZCF48V2AI

 

19.4. Внутренние блоки кассетного типа 4х-поточные

SMZC09V2AI ~ SMZC28V2AI

 



SMZC30V2AI  ~ SMZC60V2AI

 

19.5. Внутренние блоки кассетного типа 4х-поточные компактные

SMZCC07V2AI ~ SMZCC18V2AI
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FB for electronic expansion valve with 5 cores; 
FA for electronic expansion valve with 6 cores.

1)  Remark: The wire control is 
     the optional accessory.
2)  Earthing wire is available for iron-clad motor,
     while unavailable for plastic-clad motor.



 19.6. Внутренние блоки кассетного типа однопоточные

SMZ1C07V2AI ~ SMZ1C18V2AI
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Note:
5-core electronic expansion valve connect to CN20; 6-core electronic expansion valve connect to CN19.
The unit with humidity sensor should connect it to CN31. Otherwise connect CN31 with a 22K resistance.

19.7. Внутренние блоки канального типа низконапорные

SMZD07V2AI  ~ SMZD27V2AI

 



SMZD31V2AI ~ SMZD48V2AI

19.8. Внутренние блоки канального типа высоконапорные

SMZH18V2AI ~ SMZH27V2AI

 



SMZH31V2AI ~ SMZH55V2AI
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19.9. Внутренние блоки канального типа тонкие

SMZDS07V2AI ~ SMZDS24V2AI
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Note 1:
5-core electronic expansion valve 
connect to CN20; 
6-core electronic expansion valve 
connect to CN19.

bugor_m
Выноска
Добавить схемы на 22,4 и 28 кВт



19.10. Внутренние блоки с притоком свежего воздуха

SMZFA48V2AI
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Note 1:
5-core electronic expansion valve connect to CN20; 
6-core electronic expansion valve connect to CN19. Optional  part

SMZFA72V2AI, SMZFA96V2AI,SMZ1FA96V2AI
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① For the models with RC surge suppressor, please
Connect the RC surge suppressor to the AC contactor.

ATTENTION:
Face to the fan motor shaft,
connect V/U/W for the fan motor’s 
anti-clockwise rotation, otherwise 
connect U/V/W for its clockwise rotation.
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SMZFA154V2AI 
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① For the models with RC surge suppressor, please
Connect the RC surge suppressor to the AC contactor.
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ATTENTION:
Face to the fan motor shaft,
connect V/U/W for the fan motor’s 
anti-clockwise rotation, otherwise 
connect U/V/W for its clockwise rotation.




